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PRODUCT SHEET 
 

UND1534 
PRODUCT SHEET 

UND1534 

ACOPTIC® 

Aerial Distribution Optic Cables 
Outdoor Distribution telecom networks 
 

 UND1534 from 2 to 288 Fibres 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Cable and fibres : IEC/EN 60793 and IEC/EN 60794-1. 

  

 

 

 

Standard color codes (colors 1 to 12) 

1 2 3 4 5 6 7 8 9 10 11 12 

Red Blue Green Yellow Violet White Orange Grey Brown Black Turquoise Pink 

Compact Tubes color codes 13 to 24 

Red Blue Dark Green Yellow Violet White Orange Grey Brown Light Green Turquoise Pink 

13 14 15 16 17 18 19 20 21 22 23 24 

 Dielectric and dry water blocking  

 ADSS cable widely adopted by major telecom 

operators        

 Combines compactness, lightness and robustness 

 Easy identification due to “AERIAL” marking on the 

outer sheath 

 Easy end terminations without tube kinking risks  

 Flexible : its technical design enables also installation 

in ducts and gutters by blowing or pulling methods 

UND ranges are ACOME’s distribution solutions 

for FTTH networks. 

 

The UND1534 range is the aerial solution to 

link the operators’ optical connection nodes to 

any part of its FTTx network: 

 FTTN (Node) 

 FTTC/LA (Cabinet/Last Amplifier) 

 FTTB/P/H (Building/Premises/ House) 

 

Allows up to 70 m span (in defined weather 

condition and installed with its dedicated 

anchoring and suspension clamps).  

 

Blowing and pulling in ducts is also appropriate 

thanks to its mechanical features. 

 

 Compact tubes: 12 optical 

fibres (6 OF for modularity 

6) under a strippable 

thermoplastic skin. 

 Strength members: Aramid 

yarn 

 Strength members: 2 

peripheral FRP 

 Watertightness: Dry water-

blocking elements 

 Outer sheath: Black high 

density polyethylene  

 

Example: 72 OF modularity 12 

 

  
 

 

 

 

 

 

 

Applications Design 

Reference standards 

T
h

is
 d

o
c
u

m
e

n
ta

tio
n

 is
 th

e
 e

xc
lu

s
ive

 p
ro

p
e

rty o
f A

C
O

M
E

 c
o

m
p

a
n

y.  Its
 re

p
ro

d
u

c
in

g
, c

o
p

yin
g

, e
xtra

c
tio

n
, m

o
d

ific
a

tio
n

, w
h

o
le

 o
r p

a
rtia

l, is
 e

xp
re

s
sly p

ro
h

ib
ite

d
 w

ith
o

u
t th

e
 p

rio
r w

ritte
n

 a
c
c
e

p
ta

n
c
e

 o
f A

C
O

M
E

. 
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Fibres and micromodules color codes 

 

http://www.acome.fr/
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Capacity 
G657A2 G652D 

Module 12 Module 6 Module 12 Module 6 

6 fibres - N9239B - N7839A 

12 fibres N9076A N9238B N7841A N9923A 

24 fibres N8867D N9297C N8227A N9924A 

36 fibres N8868C N9920A N8228A N9925A 

48 fibres N9385A N9666B N9273A N9926A 

72 fibres N9386A N9665C N9270A N9927A 

96 fibres N9387A N9921A N9271A N9928A 

144 fibres N9388A N9922A N9272A N9929A 

288 fibres N9873A - N9872A - 
 

 

 
 

Modularity 12 
Series 1198 

2 à 12 Fo 

Series 1199 

24 à 36 Fo 

Series 1265 

48 Fo 

Series 1263 

72 Fo 

Series 1264 

96 à 144 Fo 

Series 1295 

288 Fo 

Nominal outside diameter (mm) 6.1 8.3 9.4 10.7 11.3 14.6 

Nominal thickness of the sheath (mm) 2 2.2 

Tensile strength (N) 800 1200 2000 2200 2700 3200 

Crush resistance (N/cm) 200 300 

Minimum bending radius  (mm) 60 80 85 110 120 150 

Nominal weight (kg/km) 31 56 69 80 95 133 
  

Modularity 06 
Series 1198 

6 Fo 

Series 1296 

12 Fo 

Series 1297 

18 to 36 Fo 

Series 1298 

48 Fo 

Series 1299 

72 Fo 

Series 1300 

78 to 144 Fo 

Nominal outside diameter (mm) 6.1 7.8 9.4 10.7 12 13.5 

Nominal thickness of the sheath(mm) 2 2.2 

Tensile strength (N) 800 1200 1700 2200 2700 3200 

Crush resistance (N/cm) 200 250 

Minimum bending radius  (mm) 60 80 95 110 130 150 

Nominal weight (kg/km) 31 50 70 80 90 124 
  

Modularity 06 and 12 All ranges 

Temperatures 

Transport and storage -40 / +70°C 

Installation -5 / +50°C 

Operation -30 / +60°C 

Standard packaging Drum of 4000 m 

Marking (Hot stamping, white) : 

UND1534 AERIAL –Year and week of manufacture –ACOME– number and type of fibres –  product ref.  + metrics 
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Storage, packaging and installation 

 
- The cables are delivered in a protective packaging that must be kept on until the end of the installation. 

- The guidelines for storage, transportation and cable installation are defined in our ACOPTIC guide: 

 http://www.acome.fr/en/The-Group/Library/Cable-Storage-Transport-and-Installation-Rules 

General features 

 

Product part numbers 

 

http://www.acome.fr/

