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LSOH-FR(1)  cable 
Indoor / Outdoor 
 

 UND1636 from 6 to 48 Fibres 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Cable and fibres  

IEC/EN 60793 and IEC/EN 60794-1. 
EN 60332-1-2, EN 50399, EN 60754-2. 
 

 

 

 

 

   

 

 

 

 

 Enable the connexion between an outdoor cabinet 

and an indoor box located in a building  

 Fireprotection sheath(1) compliant with the CPR regulation 

 Cca performances 

 Can be used to pull it in outdoor duct, watertight cable 

 G657A2 optical fibres compatible with  G652D optical 

fibres 

Construction Applications 

 Strippable Micromodule: 

from 1 to 12 optical fibres 

under thermoplastic skin. 

 

 Strength members:  FRP.    

 

 Watertightness: Dry water 

blocking elements. 

 

 Outer sheath: Zero Halogen,          

fire retardant (LSOH-FR), UV 

Stabilized. 
 

The ACOME UND1636 range has been 

designed to propose solution to multidwelling 

building FTTH access networks. 

UND1636 Cables are proposed to connect the 

outside cabinet and the building via a duct. 

Thanks to their LSOH-FR flame retardant 

sheath, and excellent mechanical resistance 

performances, they can be used in any type of 

branching. They can be pulled in ducts over 

hundreds meters. 

Standards Euroclass fire 

ECA 

DCA 

CCA 

B2CA 

CCA-s1,d2,a1 

N°DOP : 17UND0001 
  

 N° DOP : 17UND0002 

http://www.acome.fr/
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Range 1273A 

1 to 12 fibres 

(1 micromodule) 

Range 1208 

24 to 36 fibres 

(2 ou 3 

micromodules) 

Range 1284A 

48 fibres 

(4 micromodules) 

Nominal outside diameter (mm) 6.1 8,6 9,2 

Tensile strength (N) 1000 1100 

Maximum crush resistance (N/cm)  200 

Minimum bending radius  (mm) 60 

Nominal weight (kg/km) 45 70 95 

Temperatures 

Transport and 

storage 
-40°C  / +70°C  

Installation -5°C  / +50°C  

Operation -30°C  / +70°C 

Standard packaging Reel of 4.000 m 

Marking: Year and week of manufacture – ACOME – number and type of fibre – product ref. + metrics 

 

Range 1273A 

6 to 12 fibres 

(2 micromodule) 

Range 1208A 

24 to 36 fibres 

(6 micromodules) 

Range 1331A 

48 fibres 

(8 micromodules) 

Nominal outside diameter (mm) 6.1 8.6 9.6 

Tensile strength (N) 900 1000 1100 

Maximum crush resistance (N/cm)  200 

Minimum bending radius  (mm) 60 70 

Nominal weight (kg/km) 45 83 87 

Temperatures 

Transport and 

storage 
-40°C  / +70°C 

Installation -5°C  / +50°C 

Operation -30°C  / +70°C 

Standard packaging Reel of 4.000 m 

Marking: Year and week of manufacture – ACOME – number and type of fibre – product ref. + metrics 

Main specifications 

http://www.acome.fr/
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All cables are available on request in all types of 250μm, single mode or multimode fibre, approved 

by ACOME. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

(1) LSOH-FR: Fire retardant material. All our interior cables are: 

- Zero halogen, 

- Low smoke emission, 

- Fire retardant. 

 

 

 

 

 

 Capacity 
Standard references 

G652D 

Standard references 

G657A2 

Range 1273A 12 fibres (1x12) N9315A N9448A 

Range 1208A 
24 fibres (2x12) N7938A N9443A 

36 fibres (3x12) N7939A - 

Range 1284A 48 fibres (4x12) N9813A N9715A 

Range 1273A 6 fibres (1x6) - H0098A 

Range 1208A 
12 fibres (2x6) - H0071A 

24 fibres (4x6) - H0021A 

Range 1331A 

 

36 fibres (6x6) - H0022A 

48 fibres (8x6) - H0023A 

Standard color codes (colors 1 to 12) 

1 2 3 4 5 6 7 8 9 10 11 12 

Red Blue Green Yellow Violet White Orange Gray Brown Black Turquoise Pink 

Fibres and micromodules color codes 

 

Storage, Packaging and installation 
 

- The cables are delivered in a protective packaging that must be kept on until the end of the 

installation. 

- The guidelines for storage, transportation and cable installation are defined in our ACOPTIC guide 

http://www.acome.fr/en/The-Group/Library/Cable-Storage-Transport-and-Installation-Rules 

 

 

 

Product references 

http://www.acome.fr/
http://www.acome.fr/en/The-Group/Library/Cable-Storage-Transport-and-Installation-Rules

